Application No.: 10/040,433 
i Amendment After Final Rejection dated April 12, 2004 
Reply to Office Action of January 27, 2004 

AMENDMENTS TO THE CLAIMS : 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims : 

1. (Previously Presented): A lithium secondary battery comprising at least a 
positive electrode, a negative electrode, and a non-aqueous electrolyte in a battery case in 
which a positive electrode connecting member to which the positive electrode is 
connected and a negative electrode connecting member to which the negative electrode is 
connected are electrically separated, 

wherein said positive electrode connecting member is composed of clad 
material comprising (1) one of aluminum and aluminum alloy and (2) one of austenitic 
stainless steel and ferrite stainless steel, and the aluminum or aluminum alloy in the clad 
material is on the positive electrode side. 

2. (Original): The lithium secondary battery according to claim 1, wherein 
the aluminum alloy in said clad material is aluminum-manganese alloy. 

3. (Original): The lithium secondary battery according to claim 1, wherein 
a nickel plating layer is formed on the austenitic stainless steel or the 

ferrite stainless steel in said clad material. 
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4. (Previously Presented): The lithium secondary battery according to claim 
1, wherein 

the austenitic stainless steel in said clad material is at least one member 
selected from a group consisting of SUS316L, SUS316, SUS304L, and SUS304. 

5. (Previously Presented): The lithium secondary battery according to claim 
1, wherein 

the ferrite stainless steel in said clad material is at least one member 
selected from the group consisting of SUS430 and SUS434. 

6. (Previously Presented): The lithium secondary battery according to claim 
1 5 wherein 

a positive electrode material in said positive electrode is at least one 
member selected from the group consisting of cobalt-lithium oxide, nickel-lithium oxide, 
and manganese-lithium oxide having spinel structure. 

7-13. (Canceled) 
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